
TECHNICAL SPECIFICATIONS

JABRA.COM/SME

JABRA SPEAK 510 
Professional conference speakerphone with multi connectivity

�� Works with any Bluetooth enabled device
�� Plug and play connection via USB or Bluetooth
�� Up to 100ft wireless range
�� Rechargable battery

Packaging dimensions	 5.57 x 5.13 x 1.73 in
Main unit dimension	 4.72 in diameter, 1.30 inch in height
Weight mono / duo	 6.87 oz 
Whats in the box	 Jabra Speak 510, Pouch,  1 Quick Start Guide, 1 warranty leaflet, 1 warning leaflet
Battery included	 Yes (rechargeable lithium-ion)
Charging time	 Approximately 2 hours
Certifications	 Bluetooth 3.0, CE, FCC,RoHS, REACH, 
Bluetooth device	 Bluetooth 3.0
Wireless range	 100ft
Headset bandwidth	 Wideband - Response  150 Hz to 6.5 KHz
Connection (mini jack, USB, etc)	 Micro USB for Charging
Talk time	 Up to 15 hours
Standby time	 Over 200 days with Automatic power off feature
What is Bluetooth wireless technology	 Bluetooth wireless technology is a radio technology developed to deliver short-range wireless mobility. Bluetooth 

technology eliminates wires between devices, such as mobile phones and headsets, and enables communication 
between devices that are in close proximity to one another. Bluetooth facilitates fast, secure transmissions of both 
voice and data. More information is available at www.bluetooth.com or www.bluetooth.org

Speaker size	 Ø 50mm x 22.6mm
Speaker sensitivity	 Output sensitivity in Max volume: 0 dB Pa/Vd
Speaker impedance	 4 Ω
Speaker frequency range	 Wideband - Response from 250 Hz to 14 KHz
Microphone type	 Omnidirectional Microphone
Microphone frequency range	 Wideband - Response  150 Hz to 6.5 KHz
Reliability testing	 Drop tested from 1.5m height, Bend tested 10,000 times, Dirt, temperature and humidity tested,ESD test
Supported Bluetooth profiles 	 A2DP (v1.2), Hands Free Profile (v1.6), Headset Profile (v1.2), AGHFP (v1.6)
Bluetooth compliance	 Bluetooth version 3.0
Bluetooth wireless technology	 CSR8635
Speaker bandwidth Music mode	 Wideband - Response from 250 Hz to 14 KHz
Speaker bandwidth Speak mode	 100Hz to 7.5kHz (Wide Band), 100 Hz to 3.5kHz (Narrow Band)
Microphone bandwidth	 Wideband - Response  150 Hz to 6.5 KHz
Cord length	 35.43 in
Operating temperature	 15°F to 140°F
Storage temperature	 -4 °F to 185 °F
Paired devices 	 Up to 8 trusted devices, 1 active Bluetooth connection
Features	 On device call control for easy call handling whether connected by USB to PC and desk phones (corded)  

or connected by Bluetooth  
to mobile phones, or Bluetooth to PC using Jabra Link 360 adapter (wireless), Omni directional microphone and inbuilt 
echo cancellation with 360 degree / 1 metre coverage, Power: USB powered (battery charged by USB connection), Voice 
guidance – for easy use, LED indicators – exact status indicators (mute and volume) for more productive calls, Headset port 
– 3.5mm jack stick for headsets,  
to make public conference calls private again, Battery status icon, Compact design and lightweight travel case included for 
easy set up and portability, Certified Skype for Business and optimized for all leading UC platforms 

FEATURE BENEFIT

7510-209	 SPEAK 510 UC	
7510-109 	 SPEAK 510 MS
7510-409	 SPEAK 510+ UC
7510-309	 SPEAK 510+ MS

SKU DESCRIPTION


